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CEHE Paruex MotioN Picture CAMERA4, the product

of many years of study and research by the interna-

" tionally known firm of Pathe, is designed to meet every

demand of the amateur motion picture photographer.
Simplicity of operation and accuracy of adjustment have
been brought to perfection, but, as in all branches of
photography, certain fundamental rules must be followed
to secure the best results, the principal of these being:

(a) Photograph only when the light conditions are good
and bright.

(b) Consult the Exposure Chart before photographing
any scene.

(c) Frame accurately. (See how to use view finder.)
(d) Panoram or tilt camera very slowly.

(e) Hold camera steady. (See the way of holding
camera.)

(f) Clean lens often with a soft cloth or chamois.

“{g) Do not leave camera in damp, or in over-heated place.

‘(h) Keep chamber of camera and film tracks clean and

free from rust.

If the following simple rules are adhered to, anyone
without previous experience can maké successful motion
pictures with a Pathex motion picture camera.

General Information—The lens on the front of the
camera is an f3.5 anastigmatic 20 mm. focus. It has a
fixed focus permitting the photographing of any object at
a minimum distance of 5 feet. For photographing objects
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at 3 to 5 feet distance a “portrait attachment” must be
affixed to this lens. This lens has an iris diaphragm which
can be regulated by moving the pointer on the side of the
lens; at £3.5 the diaphragm is wide open thus permitting
the greatest amount of light to pass through the lens.
The Exposure CHART which is supplied with Pathex
camera will show the proper opening of diaphragm to
be used in accordance with light conditions and the object
to be photographed.

To the left of the lens is the starting button M,
(fig. 1) push up to start automatic drive, and push down
to stop.

On the left is the winding key L (fig. 1), which
must be turned in direction of arrow.

Above the winding key is the auxiliary starting knob
O (fig. 1), which will help start the motor if it fails
to start by itself—it is very seldom that this will happen.

Above the auxiliary starting knob is the meter indica-
tor N, (fig. 1) to register the
amount of film exposed so. that
operator will know how much
more there is left to be exposed.
This meter can be set by turning
either left or right; it has 1o divi-
sions, each one is equal to 95
frames or images or 2’ 41" of
Fig. 1 film. When the pointer has made
a complete revolution of the dial,
the amount of film exposed will be 950 frames or images
or 23" 9" of film,




On top of the camera is the “view finder.” This is
composed of two parts P, and Q, (fig. 2). For taking
pictures raise vertically these two parts P, and Q, as
shown in figure 2, and with the eye within about one
inch of the rear view finder (P) sight through the rear

Fig. 2

view finder (P) and the front view finder (R) directly
- .at the object to be photographed and in that position
“whatever you see within the frame (Q) will be photo-
graphed on the film.

To open the camera press the metal button located
just beneath the lens. The film chamber is now before
you. The film gate will open by pressing the little
button A (fig. 3), with a pencil point.

It is not necessary to open the film gate to load
the Pathex, and it should not be opened except for the

4




NS,

purpose of cleaning the film track B and the pressure
plate C, (fig. 3).

¥
Fig. 3
. NOTE—The film track B and the pressure place C, must
be cleaned frequently with a bone scraper (never with
a knife).
¢

With the film gate open, you will observe the claw
F, (fig. 4) that will engage the perforations in the film
and will draw it out of the magazine at a speed of approxi-
mately sixteen frames or images per second.

Note also the ratchet G, (fig. 4) of the take up
mechanism which will wind the film up automatically
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